
Standard OPS (i5 1235U)

Processor 
System

CPU
Intel® Core i5 1235U 12th Generation Laptop Processor, base frequency 

1.3GHz, 10 cores, 12 threads

Chipset SOC

BIOS AMI 64 Mbit, supports power-on boot, Wake-on-LAN, and watchdog

Memory Capacity SO-DIMM DDR4, maximum support of 32GB

Storage Port 2 × M.2 interfaces, supports dual hard drives

Display

Graphics Card Intel® Iris® Xe Graphics eligible

Output

1 × HDMI (maximum supported resolution: 4096x2160@60Hz via 80-
pin)
1 × DP (maximum supported resolution: 7680x4320@60Hz)
1 × HDMI (maximum supported resolution: 4096x2160@60Hz)

Network
Chipset 1×RTL811110/100/1000M（RJ45）

WIFI 1×WIFI(NGFF)（support802.11ac/a/b/g/n;BT）

IO Interface

USB 4 × USB 3.0 + 1 × Full-function Type-C (DP signal)

Powerbutton 1×powerbutton,1×hardwarerecovery

OPS Interface 1 × OPS Interface (80-pin)

Audio 1×LINE-OUT&MIC-IN

Power Input DC19V/4.74A

Environment
Temperature

Operating Temperature: 0°C to 50°C, Storage Temperature: -20°C to 
70°C

Humidity 5% to 90% non-condensing humidity

• Intel® Core i3/i5/i7 12th Generation Laptop Processor

• SO-DIMM DDR4, supports dual memory, maximum support of 32GB

• HDD/SSD, supports dual hard drives

• 1 × 80-pin standard OPS interface (expandable with standard sub-card)

• 1 × RTL8111H 10/100/1000M（RJ45）, 1 × WiFI

• I/O Ports: 4 × USB 3.0, 1 × Line-out & Mic-in

• Dimensions: 180mm (L) x 119mm (W) x 30mm (H)

• Supports hardware one-click recovery
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